
VIANEN
GALLEY VENTILATION

SOLISTE

Front Cooking Unit

• Unique cooking experience
• Premium Quality – S/S 316L
• Made in Holland
• Curved, tempered and insulated glass
• User friendly maintenance
• Designed according to USPHS guidelines
• Integrated Jet Stream technology 
• Multiple �lter stages to remove grease, smoke particles and 
 cooking smells released  during the cooking process



VIANEN
GALLEY VENTILATION

SOLISTE - Front Cooking Unit 
Dimensions: 2290 x 1150 x 1400mm (1 part)
(Optional – the dimension can be altered to meet specific customer requirements.)

The unit is fabricated from stainless steel, all joints are welded and exposed surfaces are made of double sided, 
satin finish, stainless steel 316L (DIN 1.4404, grit 320).  The sheet thickness is 1.20 mm. 

The unit is mounted on 4 wheels with ball bearings.

The unit consists of:

A S/S 316L FECON® Filters (UL/NSF/TNO Certified)
B S/S washable Pre-Filter
C Electrostatic Precipitator
D Disposable F7 panel Filter
E Activated Carbon Filters
F High Efficiency Exhaust Fans
G Jet Stream Technology
H Protection glass 34mm thickness
 a Hardened 
 b Curved
 c Clearness 
 d HACCP sealant
 e Double Insulated

I User interface
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Vianen Marine B.V.
Finse Golf 18, 3446 CK  Woerden
P.O Box 163, 3440 AD Woerden Holland

info@vianenkvs.nl
www.vianenkvs.com
Tel:(+31) 348 41 63 00
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